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o CLASS 2B HEX +0,015
NOM NOM t.02 -0,000 | $0.005
1/8 §/16-24UNF 7/16 .22 0.317 | 0.438
J;IG 3;8 «24UNF l;! .22 0.380 | 0.500
1/4 7/16-200NF 9/16 .25 0,443 | 0.563
s$Ne 1/2 -20uNF s/8 .25 0.508 [ 0.628
/s 9/16-18UNF 11/16 .27 -] 0.567 | 0.688
1/2 3/4 ~16UNF 7/8 .3 0.755 | 0.875
s/8 7/8 -14UNF .36 0.880 | 1.000
3/4 1.1/16-120N 1-1/4 .41 1.067 | 1.
2/8 1-3/16-12UN 1.3/8 Wi 1.193] 1,378
1 1-8/16-12UN 1.1/2 .41 1.7 2
1-1/4 1-5/8 <12UN 1.7/8 .41 1.630 | 1.875
1.1/2 1-7/8 -12UN 2-1/8 .41 1.880 | 2.128
2 2-1/2 ~120N 2-3/4 .41 2,505 | 2.7%0

NOYES:

HATER]IAL: Steel, carbon in accordance vith procurement specification.
Steel, corrosion-resisting in accordance with procurement specification.

PROTECTIVE COATING: Cadmium plated im accordance with procurement specification.
Zinc coated in accordance with procurement specification.
Phosphate coating in accordance with procurement specification.
Passivation treatmeat im accordance with procurement specification.

DIMENSIONS AND TOLERANCES: Dimensions and tolerances not shown shall be in accordance with
the SAE Standard for Hydraulic Tube Fitting (SAE J514).

JHREADS: Threads shall be in accordance with Screw-Thread Standards for Federal Services,
Handbook H28.

The I1lustration is for identification and is mot imtended to restrict designs or shape not
dimensioned. .

This item is shown on MSS1527, MSS1528, NSS1529, MSS1530, NSS51839, NSS)841 and NSS1842,

REVISED

APPROVED22 NOV (974

L' THIS IS A OESIGN STANDARD AND SHALL NOT 9 USED AS A PART NUMBER
A,

—
b Cow 82 e LootwT ADSTARLE 3T ARED MILITARY STANDARD
e M$51888
[FROCUREUEWT SPECHWICATION | SUPERSIOET weET 1 o
MIL-P-18866

IDD e 8721 (Coordinated) *omwve cmrem ov v sons sos sesmare.



